
Ives Architectural hardware products
C2

Automatic Flush Bolts – 
Metal Doors
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FB31P Top and Bottom Bolts (Pair)
 

  active door closes, door is unlatched, bolts retract when active door  
  is opened.

 
  of the flush bolt body to the bolt tip. Optional rod lengths available  

DP1 or DP2 optional dust proof strike available, see page C11.

FB31T Top Bolt Only
FB31B Bottom Bolt Only

FB32 Top Bolt with Auxiliary Fire Latch
 

   and is UL Listed for Fire Doors.

FB33 Top Bolt with Auxiliary Fire Latch and Retrofit Plate
 

   includes a retrofit plate to cover existing bottom bolt prep. 
   UL Listed for Fire Doors.

Dimensions
Body Size: 1" Wide x 6-3/4" Long x 2" Deep 

Guide Size: 1" Wide x 1-27/32" Long x 27/32" High x 3/32" Thick 

Strike Size: 15/16" Wide x 2-1/4" Long x 1/16" Thick 

Rub Plate Size: 1-1/4" Wide x 1-11/16" Long x 3/64" Thick  

Auxiliary Fire Latch Size: 1" Wide x 1-3/4" Long x 3-1/4" Deep 

Retrofit Plate Size: 1" Wide x 6-3/4" Long x 3/32" Thick

Meets ANSI A156.3 Type 25.
UL Listed 3 Hour Fire Doors 8'0" x 10'0" 

Meets ANSI A156.3 Type 25.
UL Listed 3 Hour Fire Doors 8'0" x 8'0"

Finishes
Ives Number US3 US4 US10 US10B US32 US32D

BHMA 605 606 612 613 629 630
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