

## Schlage Connect'

The Schlage Connect ${ }^{\text {TM }}$ Touchscreen Deadbolt combines advanced features and compatibility with home automation systems - allowing homeowners to control their lock from anywhere and freeing them from the hassles of lost keys, being locked out, or hiding a spare for friends and family.*

More home automation options are available at Schlage.com/ConnectPartners.

## FEATURES

- Powered by Z-Wave ${ }^{\circledR}$
- 3-year limited electronics warranty and limited lifetime mechanical warranty**
- Battery-operated with low battery warning
- Slim exterior prevents interference with storm doors or other door preps
- Durable resistive touchscreen ensures wear pattern remains undetectable
- Installs in minutes with just a screwdriver - no hardwiring required
* Remote and smartphone access require a compatible smart home or security system. Features dependent on platform provider. **See the product warranty for full details

| SCHLAGE CONN | TOUCHSCREEN DEADBOLT - BE468 |
| :---: | :---: |
| Certification | - BHMA Residential Grade BAA <br> - Commercial Grade 2 product |
| Weight | 3.6 lbs. (1.6kg) |
| Warranty | Limited three-year electronics; limited lifetime mechanical and finish |
| Batteries Required | 4 AA included |
| Battery Life (hours) | 8,760 |
| Deadbolt Throw | $1 "$ |
| Key \& Cylinder | 1 keys, 5-pin C keyway |
| Door Thickness Range | $\begin{aligned} & 1-3 / 8^{\prime \prime} \text { to } 1-3 / 4^{\prime \prime} \\ & 1-7 / 8^{\prime \prime} \text { to } 2-1 / 2^{\prime \prime} \text { with available thick door kit } \end{aligned}$ |
| Cross Bore Diameter | 4" center-to-center distance needed between cross bore holes* |
| Edge Bore Diameter | 1" |
| Backset | Adjusts to $2-3 / 8^{\prime \prime}$ or 2-3/4" |
| Latch Faceplate Size | $1^{\prime \prime} \times 2-1 / 4^{\prime \prime}$ |
| Strike | Round corner strike 1-1/8" $\times 2-3 / 4^{\prime \prime}$ with reinforcer |
| ADA Compliant | No |
| Codes | 2 pre-set unique four-digit user codes, storage of up to 19 user codes |
| Communications | 900 MHz (Z-Wave ${ }^{\text {® }}$ RF)** |
| Home Automation Capabilities | See Schlage.com/ConnectPartners for the latest options |
| Operating Temperatures | Outside lock body (exterior mounted): -31F to 150.8F Inside lock body (interior mounted): 14F to 120.2F |

* May require greater than $4^{\prime \prime}$ center-to-center bore adjustment if used with non-standard decorative rose install.
** Z-Wave is a registered trademark of Zensys Inc. and/or its subsidiaries.


## AVAILABLE STYLES

## CAMELOT

## CENTURY



Camelot trim in Satin Nickel


Century trim in Satin Nickel

## FINISH OPTIONS

Reference latest price book for available trim and finish options.


Bright
Brass
(605)


Bright Chrome
(625)


Satin Nickel (619)


Satin Chrome (626)

Aged Bronze (716)

| Finish | Camelot | Century |
| :---: | :---: | :---: |
| $505 / 605$ | $\square$ |  |
| 619 | $\square$ | $\square$ |
| 625 | $\square$ | $\square$ |
| 626 |  | $\square$ |
| 716 | $\square$ | $\square$ |

Visit Schlage.com to learn more.

## About Allegion ${ }^{\text {TM }}$

Allegion (NYSE: ALLE) helps keep people safe where they live, work and visit. Allegion is pioneering safety as a provider of security solutions through more than 25 brands in more than 130 countries. For more, visit allegion.com

