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HH-QTR-K2 (BK)

HH-QTR-K1 (IV)

Cut Out Dimensions

Item No. L Weight (g) Box (pcs) Carton (pcs)
XLA-HH300  300 ( 11-13/16" ) 140 10 100
XLA-HH600  600 ( 23-5/8" ) 247 5 50

No. Material Finish
➀ Aluminum Anodized
➁ Zinc Alloy Chrome

Item No. A B C D E F G H I J
HH-QTR-K 1  BK HH-QTR-K 1  IV  120 ( 4-23/32" ) 58  96 ( 3-25/32" ) 47 92 30  105 ( 4-9/64" )  38 ( 1-1/2" ) 19  43 ( 1-11/16" )
HH-QTR-K 2  BK HH-QTR-K 2  IV  82 ( 3-15/64" ) 42  66 ( 2-19/32" ) 42 62 22  72 ( 2-53/64" )  26 ( 1-1/32" ) 13  37 ( 1-29/64" )

Material Color

Elastomer Black (BK)
Ivory (IV)

Item No. K L M N O P Q Weight (g) Box (pcs) Carton (pcs)
HH-QTR-K 1  BK HH-QTR-K 1  IV 35 6

2
5 106 39 19.5 95 150  750

HH-QTR-K 2  BK HH-QTR-K 2  IV 32 3 3 73 27 13.5 46 300  1500

•  Elastomer pull is ideal for medical 
and wash down applications.

•  Snap-in type recessed pull for panel
   thickness of 2 mm.

•  Lightweight design.
•  Bracket for sheet metal available.
   Item No.: XLA-HH40B (sold separately)

R
E

C
E

S
S

E
D

 P
U

LLS

RECESSED PULL XLA-HH

RECESSED PULL HH-QTR

M4×10


